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(Wide Type)
This product

Camera

(Narrow Type)
This product
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We have various 
materials. 

Download here.
http://www.ccs-grp.com/dl/
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Bar Lights
+/'/� series Use a search engine.

CCS HLDL2
You can also use 

your smartphone 

or cell phone.

Refer to our website for product details.

Search

,PDJH�RI�WKH�LOOXPLQDWLRQ�RI�WKH�+/'/�����;��5'�')�1�
�1DUURZ�W\SH�

&XVWRP�RUGHUV ([DPSOH�FRQ¿JXUDWLRQ
Supports various 
applications with its 
perfect size. It's a 
high output Bar Light 
that can illuminate 
even 2,000 mm 
away.

E.g.: Improved protection of emitting surface
+/'/��VHULHV

%DU�/LJKWV�WKDW�DUH�SHUIHFW�IRU�ODUJH�ZRUNSLHFHV
By using lenses, we provide the narrow type, which allows 
for convergent illumination, and the wide type, which uses 
diffused illumination over a wide area.

6HOHFWDEOH�GLUHFWLRQDO�FKDUDFWHULVWLFV
Narrow Type Wide Type

$OORZV�IRU�ORQJ�GLVWDQFH�LOOXPLQDWLRQ�IRU�������PP
The narrow type, which allows for long-distance 
illumination, can illuminate even 2,000 mm away. 
We also provide the wide type, which uses diffused 
illumination over a wide area.

(PLWWLQJ�VXUIDFH�OHQJWK
From 150 mm to 1,200 mm Can be made in units of 150 mm
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/('�FRORU
For emitted LED color, we have a lineup consisting of:

We support a wide range, from visible light to infrared, depending 
on the contents of the inspection.

Red, White,  and  Infrared

Relative radiant  
intensity distribution

Relative radiant  
intensity distribution

Applications

Uses reinforced glass

HLDL2-RD (Red) HLDL2-SW (White) HLDL2-IR (Infrared)

Wide Type

Wide Type

Wide Type

Narrow Type

Narrow TypeNarrow Type

Provides direct light perfect for large workpieces

Graph of relative irradiance by type (Red)

Narrow Type Wide Type
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Narrow Type: HLDL2-450X45RD-DF-N
Wide Type: HLDL2-450X45RD-DF-W

Measuring distance

Measurement of
irradiance

Light Unit

Measurement conditions: Intensity 100%The illumination is a conceptual image.

2,000 mm

500 mm

1,000 mm

/LJKW�VRXUFH�IRU�URERWLF�SLFNLQJ��LQVSHFWLRQ�IRU�SDUWV�LGHQWL¿FDWLRQ��LQVSHFWLRQ�IRU�PLVVLQJ�SDUWV��YLVXDO�LQVSHFWLRQ�IRU�
large workpieces, and measuring stamp dimensions for press products, etc.

External/internal 
diameter

Increase 
output

Illuminating 
angle

Connector
format

Wavelength/
color 

Cable length

Installation/
mounting

Etc.

Format/
material

Format/
material

Please contact your CCS sales representative.
&XVWRPL]DEOH�LWHPV
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Forms an image of the seal 
material (FIPG) with good 
contrast.

HLDL2-SW (White)

Seal material (FIPG)
Zoomed-in viewAutomotive parts

HLDL2-RD (Red)

Metal parts

HLDL2-SW (White)

Picking site

Infrared illumination removes the 
printed pattern to read only the 
text on the surface.

HLDL2-IR (Infrared)

Large packaging material
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You can inquire using 
our website.

Inquire on our website here.
http://www.ccs-grp.com/contact/

Requests for 
a Catalog

Requests for 
Estimates

Product 
Inquiries

Other 
Inquiries

Requests for 
Light Unit 
Selection

Requests 
for Loan 
Products

Options

ź  P.215

Examples of Custom 
Ordered Products

ź  P.223

Control Unit Selection 
Guide

ź  P.181

Control Unit Product 
Page

ź  P.185

Technical Guide

ź  P.229

Regulations, Etc.

ź  P.241

$SSOLFDWLRQV

3LFNLQJ�ZRUN�SHUIRUPHG�E\�URERWV

,QVSHFWLRQ�GHWHFWLQJ�WKH�DSSOLFDWLRQ�RI�VHDO�PDWHULDO��),3*�

5HDGLQJ�WH[W�RQ�FDUGERDUG

5HDGLQJ�YHKLFOH�PRGHO�QXPEHUV

HLDL2-450X45RD-DF-N (Narrow Type)

HLDL2-450X45RD-DF-W (Wide Type)
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Uniformity graph (Relative irradiance)
*1: Irradiation strength on the optical axis
*2: Illuminating distance from the Light Unit to the workpiece

'DWD��5HODWLYH�LUUDGLDQFH�JUDSK�8QLIRUPLW\�JUDSK�(Representative example)

Relative irradiance graph  
(LWD Characteristics)

*1

*2

* The graph included is for reference only and does not guarantee the quality of this product.
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Use a search engine.

CCS HLDL2
You can also use 

your smartphone 

or cell phone.

Refer to our website for product details.

Search+/'/� series

/LQHXS

Model name LED color Power 
consumption

Peak wavelength/
correlated color 

temperature
Connector Recommended 

Control Units Weight

HLDL2-150X45RD-DF-N
Red 24 V / 14 W 640 nm

SM
Connector

390 g

HLDL2-150X45RD-DF-W 300 g

HLDL2-150X45SW-DF-N
White 24 V / 16 W 5,600 K

390 g

HLDL2-150X45SW-DF-W 300 g

HLDL2-150X45IR-DF-N
Infrared 24 V / 12 W 860 nm

390 g

HLDL2-150X45IR-DF-W 300 g

HLDL2-300X45RD-DF-N
Red 24 V / 28 W 640 nm

SM
Connector

770 g

HLDL2-300X45RD-DF-W 590 g

HLDL2-300X45SW-DF-N
White 24 V / 31 W 5,600 K

770 g

HLDL2-300X45SW-DF-W 590 g

HLDL2-300X45IR-DF-N
Infrared 24 V / 24 W 860 nm

770 g

HLDL2-300X45IR-DF-W 590 g

HLDL2-450X45RD-DF-N
Red 24 V / 42 W 640 nm

SM
Connector

1,160 g

HLDL2-450X45RD-DF-W 880 g

HLDL2-450X45SW-DF-N
White 24 V / 46 W 5,600 K

1,160 g

HLDL2-450X45SW-DF-W 880 g

HLDL2-450X45IR-DF-N
Infrared 24 V / 36 W 860 nm

1,160 g

HLDL2-450X45IR-DF-W 880 g

HLDL2-600X45RD-DF-N
Red 24 V / 56 W 640 nm

EL
Connector

1,540 g

HLDL2-600X45RD-DF-W 1,170 g

HLDL2-600X45SW-DF-N
White 24 V / 61 W 5,600 K

1,540 g

HLDL2-600X45SW-DF-W 1,170 g

HLDL2-600X45IR-DF-N
Infrared 24 V / 48 W 860 nm

1,540 g

HLDL2-600X45IR-DF-W 1,170 g

HLDL2-750X45RD-DF-N
Red 24 V / 70 W 640 nm

EL
Connector

1,930 g

HLDL2-750X45RD-DF-W 1,460 g

HLDL2-750X45SW-DF-N
White 24 V / 76 W 5,600 K

1,930 g

HLDL2-750X45SW-DF-W 1,460 g

HLDL2-750X45IR-DF-N
Infrared 24 V / 60 W 860 nm

1,930 g

HLDL2-750X45IR-DF-W 1,460 g

HLDL2-900X45RD-DF-N
Red 24 V / 84 W 640 nm

EL
Connector

2,310 g

HLDL2-900X45RD-DF-W 1,750 g

HLDL2-900X45SW-DF-N
White 24 V / 91 W 5,600 K

2,310 g

HLDL2-900X45SW-DF-W 1,750 g

HLDL2-900X45IR-DF-N
Infrared 24 V / 72 W 860 nm

2,310 g

HLDL2-900X45IR-DF-W 1,750 g

HLDL2-1050X45RD-DF-N
Red 24 V / 98 W 640 nm

EL
Connector

2,700 g

HLDL2-1050X45RD-DF-W 2,040 g

HLDL2-1050X45SW-DF-N
White 24 V / 106 W 5,600 K

2,700 g

HLDL2-1050X45SW-DF-W 2,040 g

HLDL2-1050X45IR-DF-N
Infrared 24 V / 84 W 860 nm

2,700 g

HLDL2-1050X45IR-DF-W 2,040 g

HLDL2-1200X45RD-DF-N
Red 24 V / 111 W 640 nm

EL
Connector

3,080 g

HLDL2-1200X45RD-DF-W 2,330 g

HLDL2-1200X45SW-DF-N
White 24 V / 121 W 5,600 K

3,080 g

HLDL2-1200X45SW-DF-W 2,330 g

HLDL2-1200X45IR-DF-N
Infrared 24 V / 96 W 860 nm

3,080 g

HLDL2-1200X45IR-DF-W 2,330 g

PD3

PSB

PD3

PSB

PD3

PSB

PD3

PD3

PSB3-30024

PSB3-30024

PD3

PSB3-30024

PD3

PSB3-30024

PD3

PSB3-30024

PD3

PSB3-30024

Control Unit Selection Guide P.181Extension Cables P.222 Control Unit Page P.185

* End of the model name: -N: Narrow type, -W: Wide type

* Please inquire if you would like to use in combination with a Strobe Control Unit  
(overdrive type).
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You can change the connectors of the Light Unit cable. Choose between M12 connectors and flying leads. Refer to P.125 for details.
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You can inquire using 
our website.

Inquire on our website here.
http://www.ccs-grp.com/contact/

Requests for 
a Catalog

Requests for 
Estimates

Product 
Inquiries

Other 
Inquiries

Requests for 
Light Unit 
Selection

Requests 
for Loan 
Products

Options

ź  P.215

Examples of Custom 
Ordered Products

ź  P.223

Control Unit Selection 
Guide

ź  P.181

Control Unit Product 
Page

ź  P.185

Technical Guide

ź  P.229

Regulations, Etc.

ź  P.241

Model name (Narrow Type) A B C Model name (Wide Type) A B C

HLDL2-150X45RD-DF-N / SW-DF-N / IR-DF-N 150 162 165.6 HLDL2-150X45RD-DF-W / SW-DF-W / IR-DF-W 150 162 165.6

HLDL2-300X45RD-DF-N / SW-DF-N / IR-DF-N 300 312 315.6 HLDL2-300X45RD-DF-W / SW-DF-W / IR-DF-W 300 312 315.6

HLDL2-450X45RD-DF-N / SW-DF-N / IR-DF-N 450 462 465.6 HLDL2-450X45RD-DF-W / SW-DF-W / IR-DF-W 450 462 465.6

HLDL2-600X45RD-DF-N / SW-DF-N / IR-DF-N 600 612 615.6 HLDL2-600X45RD-DF-W / SW-DF-W / IR-DF-W 600 612 615.6

HLDL2-750X45RD-DF-N / SW-DF-N / IR-DF-N 750 762 765.6 HLDL2-750X45RD-DF-W / SW-DF-W / IR-DF-W 750 762 765.6

HLDL2-900X45RD-DF-N / SW-DF-N / IR-DF-N 900 912 915.6 HLDL2-900X45RD-DF-W / SW-DF-W / IR-DF-W 900 912 915.6

HLDL2-1050X45RD-DF-N / SW-DF-N / IR-DF-N 1,050 1,062 1,065.6 HLDL2-1050X45RD-DF-W / SW-DF-W / IR-DF-W 1,050 1,062 1,065.6

HLDL2-1200X45RD-DF-N / SW-DF-N / IR-DF-N 1,200 1,212 1,215.6 HLDL2-1200X45RD-DF-W / SW-DF-W / IR-DF-W 1,200 1,212 1,215.6

/('�SURSHUWLHV

'LPHQVLRQV��PP�
Narrow Type

Wide Type

&RPPRQ�VSHFL¿FDWLRQV

Light spectrum

Be sure to read the "Instruction Guide" included with the product before use and observe cautionary information.
The data included is for reference only and does not guarantee the quality of this product.

,I�XVLQJ�D�VKDUS�FXW�¿OWHU�
please use the R60 (option).
)RU�GHWDLOV�DERXW�WKH�VKDUS�FXW�¿OWHU�
refer to P.215.

550 600 650 700 750 800 850 900 950500450
Wavelength (nm)
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White 5,600 K
Infrared 860 nm
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9.5

18 26
43

(For installation)
5-M5 nut slots

(For installation, same for opposite side)
2x4-M4 depth 8

SM connector

19

42

2 x 2-M3 nut slots
(For installation, same for opposite side)
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B

(C)

6
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43

(For installation)
5-M5 nut slots

(For installation, same for opposite side)
2x4-M4 depth 8

19

42

2 x 2-M3 nut slots
(For installation, same for opposite side)

EL connector

Emitting surface: size of 150 to 450 mm Emitting surface: size of 600 to 1,200 mm

SM connector

42
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(For installation)
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(For installation, same for opposite side)
2x4-M4 depth 8
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2 x 1-M3 nut slot
(For installation, same for opposite side)
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