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　　　　　Model 
 

Parts Material
 

 
 

Treatment
 

 
 
 
Deflection at Fork End

Required 
Vacuum Pump

 
Fork Material 
Vacuum Pad 
Glass Holder 
Bolt in Use 
Aluminum Parts 
Iron Material 
Capability 
Discharge

LCH-1250AS-Z
CFRP 
PEEK 
PEEK 
SUS 

White Alumite Treatment 
Electroless Nickel Plating Treatment 

－90KPa or More 
10L/min 
1.3mm

SpecialModel Size

Model

ＬＣＨ 
ＷＨＫ 

Symbol
LC Glass / Vacuum Type for Organic EL Panel 
Vacuum Type for Wafer & Solar Panel

Name
Panel Size

□□□ＡＳ 
Symbol

Panel dimensions in longitudinal direction
Name

Wafer Size

150AS 
200ＡＳ 
300ＡＳ 

Symbol
dia.150 / 6 inches 
dia.200 / 8 inches 
dia.300 / 12 inches

Name

LCH ／ WHK - 1250ＡＳ - Z

Clean packaging is not available

Please contact us for special devices that can transfer
glass base plates, LCD panels, Solar panels,
Organic EL displays, and Car Window Glasses

We will design and manufacture 
custom model according to customer's 
specification

Specification （Reference） 

How To Order

LCH/WHK-150AS/200AS/300AS

■LCH-1250AS-Z
LCH-1250AS-Z（Reference Chart） 
■Glass panel transfer 
■Glass size 1250mm x 800mm 
■Vacuum Transfer

Layout Drawing

Alignment Sensor 

Load Presence Sensor

Sensor Amplifier

Pressure Switch

dia.

depth 10

LCH-1250AS-Z

Glass Panel Transfer Hand
For CAD data, please go to 518P
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Clean packaging is not available

We design and manufacture products based on customer's specification.
Please contact us at any time for your general-purpose pneumatic grippers 
and devices but also special devices that transfer glass base plates,
LCD panels, Solar panels, Organic EL displays, and Car Window Glasses.

We will design and manufacture 
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