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Connection

  Read/write head ⇔ Processor

Connection of the R/W head with an external converter

Read/ write head ID converter ID cable Processor

It is not possible to connect Read/write head with built-in converter and Processor with Built-in converter.

Read/ write head ID cable Processor

Cable type

Connector type

Cable type

Connector type

Cable type

Connector type Antenna cable

Processor with integrated converter

BIS C-505-PU-_ _
BIS C-506-PU-_ _
BIS C-517-PVC-_ _
BIS C-518-PVC-_ _

BIS C-502-STF-PU-_ _

BIS C-503-ST-PU-_ _

BIS C-481-B3□
BIS C-490-B1□
BIS C-600-007-650-□□
BIS C-6003-025-650-□□

BIS C-487-1□
BIS C-488-00

M12 4 pin connector 

D-sub 9 pin connector 

Terminal 

BIS C-481-A3□
BIS C-481-ZM1□
BIS C-482-Z□□
BIS C-489-1□-KBT02

BIS C-487-1□
BIS C-488-00

D-sub 9 pin connector 

Terminal 

BIS C-481-A3□
BIS C-481-ZM1□
BIS C-482-Z□□
BIS C-489-1□-KBT02

BIS C-502-STF-PU-_ _

BIS C-503-ST-PU-_ _

Product specification
Basic system／BIS C series

Connection of the R/W head with built-in converter


