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ID converter
The signal amplifier which connects Read/ write headBIS C-3□□ 
and ProcessorBIS C-4□□

Type BIS C-901-SA1

Operating temperature range 0...+60℃
Storage temperature range -20...+85℃ 
Protection class IP 65
Please refer to the box below for the Read/write head or Processor which requres 

the ID converter

ID converter
Product specification
Basic system／BIS C series

Products table

Connection

Data carrier

R/W head

Antenna cable

ID converter

Processor

ID  cable

IF  cable

PC unit

Handy unit

Data coupler unit

installation notes

Requirement of ID converter by the combination of Processor and Read/write head
  Processor
  External converter   Built-in converter
Read/ write head  Need Need no  Need Need no
BIS C-300  ○    ○
BIS C-302  ○    ○
BIS C-305  ○    ○
BIS C-306  ○    ○
BIS C-310  ○    ○
BIS C-315  ○    ○
BIS C-318  ○    ○
BIS C-319  ○    ○
BIS C-323  ○    ○
BIS C-324  ○    ○
BIS C-325  ○    ○
BIS C-326  ○    ○
BIS C-350   ○ unusable3)

BIS C-351  ○    ○
BIS C-352   ○ unusable3)

BIS C-353_   ○ unusable
3) BIS C-600 type can be connected by exchanging adapter, please ask for details
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